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9-Line SCSI Terminator 

IMP5IMP5111155
9-Line SCSI Terminator - DS21S07A Upgrade

IMP5IMP5112211
27-Line Plug and Play SCSI Terminator
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9-Line Plug and Play SCSI Terminator
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9-Line SCSI Terminator
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18-Line Plug and Play SCSI Terminator
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9-Line LVD/SE SCSI Terminator - DS2118 Upgrade
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rotcudnocimeS
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PDC1115PMI OS,nip-61 9 ES MA1211TMG PDC1115XL
PD1125XL

PD5065CU
PD6065CCU

PWPC1115PMI POSST,nip-42 9 ES PWPC1115XL PWP5065CU
PWP6065CCU

PDC2115PMI OS,nip-61 9 ES MB2115TMG PDC2115XL PD3065CU
PD4065CU
PD2165CU
PD3165CU
PD4165CCU

PWPC2115PMI POSST,nip-42 9 ES PWPC2115XL
PD2125XL

PWP4065CU
PWP2165CU
PWP3165CU
PWP4165CCU

DC5115PMI OS,nip-61 9 ES Z5012SD C1211TMG DC5115XL
DC7015XL

WDC5115PMI BWOS,nip-61 9 ES SA70S12SD
S70T12SD

S5012SD

WDC5115XL
WDC7015XL

WD732241SCCM

PWPC5115PMI POSST,nip-02 9 ES EA70S12SD
E70T12SD

PWPC5115XL TD732241SCCM

BDC1215PMI POSST,nip-65 72 ES BDC1215XL

WPC1215PMI POSS,nip-44 72 ES WPC1215XL

WDC8125PMI BWOS,nip-61 81 ES WDC8125XL

WPC8125PMI POSST,nip-02 81 ES WPC8125XL

WDC9125PMI BWOS,nip-61 81 ES WDC9125XL

WPC9125PMI POSST,nip-02 81 ES WPC9125XL

BDC5225PMI POSS,nip-82 81 ES BDC5225XL PWD7065CU
PWD1165CCU
PWD7165CCU

PWDC5225PMI BWOS,nip-82 81 ES S9012SD PWDC5225XL
PWDC5025XL

BDC6225PMI POSS,nip-82 81 ES BDC6225XL

PWDC6225PMI BWOS,nip-82 81 ES PWDC6225XL
PWDC7025XL

WD632241SCCM PWD1065CU
PWD2065CU
PWD8065CU
PWD0165CCU
PWD8165CCU

BDC1425PMI POSS,nip-63 9 DVL/ES BM8112SD
BM7112SD

BDC1425XL PWM0365CCU

WPC1425PMI POSST,nip-42 9 DVL/ES WPC1425XL

BDC2425PMI POSS,nip-63 9 DVL/ES BDC2425XL

WPC2425PMI POSST,nip-42 9 DVL/ES WPC2425XL

WPC5425PMI POSST,nip-42 9 DVL WPC5425XL PWP0465CCU

WPC6425PMI POSST,nip-42 9 DVL WPC6425XL
spe.10feRXpuorGISCS
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Key Features

◆ Ultra-Fast response for Fast-20 SCSI applications
◆ 35MHz channel bandwidth
◆ 3.3V operation
◆ Less than 3pF output capacitance
◆ Sleep-mode current less than 275µA
◆ Thermally self limiting
◆ No external compensation capacitors
◆ Implements 8-bit or 16-bit (wide) applications
◆ Compatible with active negation drivers

(60mA/channel)
◆ Compatible with passive and active terminations
◆ Approved for use with SCSI 1, 2, 3 and UltraSCSI
◆ Hot swap compatible
◆ Pin-for-pin compatible with LX5211 and

UC5606 (IMP5111)
◆ Pin-for-pin compatible with LX5212 and

UC5603/5613/5614 (IMP5112)

Block Diagrams

–

+

Current
Biasing
Circuit

Thermal
Limiting
Circuit

24mA Current
Limiting Circuit

Term Power

DATA OUTPUT
PIN DB (0)

1 of 9 Channels

DISCONNECT (IMP5111)
DISCONNECT (IMP5112)

1.4V

2.85V

5111/5112_01.eps

9-Line SCSI T9-Line SCSI Tererminatminatoror
– 35MHz Channel Bandwidt– 35MHz Channel Bandwidthh

The 9-channel IMP5111/5112 SCSI terminator is part of IMP's family 
of high-performance SCSI terminators that deliver true UltraSCSI per-
formance. The BiCMOS design offers superior performance over first
generation linear regulator/resistor based terminators.

IMP's new architecture employs high-speed adaptive elements for each
channel, thereby providing the fastest response possible - typically
35MHz, which is 100 times faster than the older linear regulator termi-
nator approach. The bandwidth of terminators based on the older 
regulator/resistor terminator architecture is limited to 500kHz since a
large output stabilization capacitor is required. The IMP architecture
eliminates the external output compensation capacitor and the need 
for transient output capacitors while maintaining pin compatibility 
with first generation designs. Reduced component count is inherent
with the IMP5111/5112. 

The IMP5111/5112 architecture tolerates marginal system designs. A key
improvement offered by the IMP5111/5112 lies in its ability to insure
reliable, error-free communications even in systems which do not adhere
to recommended SCSI hardware design guidelines, such as improper
cable lengths and impedance. Frequently, this situation is not controlled
by the peripheral or host designer.

For portable and configurable peripherals, the IMP5111/5112 can be
placed in a sleep mode with a disconnect signal. Quiescent current is less
than 275µA when disabled. When disabled, the outputs are in a high
impedance state with output capacitance less than 3pF.
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2  

Pin Configuration

Ordering Information

Absolute Maximum Ratings1

8T2

1T7

DW Package

9 T3

7T1 10 T4

6DISCONNECT* 11 VTERM

5GND 12 HEAT SINK/GND

4HEAT SINK/GND 13 HEAT SINK/GND

3T9 14 NC

2T8 15 T5

16 T6

5111/5112__02.eps

IMP5111
IMP5112

* DISCONNECT (IMP5111)
DISCONNECT (IMP5112)

SO-16

* DISCONNECT (IMP5111)
DISCONNECT (IMP5112)

12T2

1T7

PW Package

13 T3

7HEAT SINK/GND 18 HEAT SINK/GND

8HEAT SINK/GND 17 HEAT SINK/GND

9HEAT SINK/GND 16 NC

10DISCONNECT* 15 VTERM

11T1 14 T4

6HEAT SINK/GND 19 HEAT SINK/GND

5GND 20 HEAT SINK/GND

4NC 21 NC

3T9 22 NC

2T8 23 T5

24 T6

5111/5112_02a.eps

IMP5111
IMP5112

TSSOP-24

rebmuNtraP egnaRerutarepmeT egakcaP
PDC1115PMI 0° 521otC °C OScitsalPnip-61

TPDC1115PMI 0° 521otC °C OScitsalPnip-61,leeRdnaepaT

PWPC1115PMI 0° 521otC °C POSSTcitsalPnip-42

TPWPC1115PMI 0° 521otC °C POSSTcitsalPnip-42,leeRdnaepaT

PDC2115PMI 0° 521otC °C OScitsalPnip-61

TPDC2115PMI 0° 521otC °C OScitsalPnip-61,leeRdnaepaT

PWPC2115PMI 0° 521otC °C POSSTcitsalPnip-42

TPWPC2115PMI 0° 521otC °C POSSTcitsalPnip-42,leeRdnaepaT
3ta.10t_2115/1115

Thermal Data

TermPwr Voltage  . . . . . . . . . . . . . . . . . . . . . . . . . . +7V
Signal Line Voltage  . . . . . . . . . . . . . . . . . . . . . . . . 0V to +7V
Regulator Output Current  . . . . . . . . . . . . . . . . . . 0.4A
Operating Junction Temperature

Plastic (DP, PWP Packages)  . . . . . . . . . . . . . . . 150°C

Note: 1. Exceeding these ratings could cause damage to the device. All
voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal.

Storage Temperature Range  . . . . . . . . . . . . . . . . . -65°C to 150°C
Lead Temperature (Soldering, 10 seconds)  . . . . . 300°C

DP Package:
Thermal Resistance Junction-to-Leads, θJL  . . . . . . . . 20°C/W
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 50°C/W

PW Package:
Thermal Resistance Junction-to-Leads, θJL  . . . . . . . . 27°C/W
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 100°C/W

Junction Temperature Calculation: TJ = TA + (PD x θJA).
The θJA numbers are guidelines for the thermal performance of the
device/pc-board system. All of the ambient airflow is assumed.

IMP5IMP511111/51/5111122IMP5IMP511111/51/5111122
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 Data Communications 3

Recommended Operating Conditions2

retemaraP lobmyS niM pyT xaM stinU
egatloVrwPmreT V MRET 3.3 5.5 V

egatloVtupnIelbanEleveLhgiH 1115PMI V HI 2 V MRET V

2115PMI 0 8.0

egatloVtupnIelbasiDleveLwoL 1115PMI V LI 0 8.0 V

2115PMI 2 V MRET

egnaRerutarepmeTnoitcnuJgnitarepO 0 521 C°

.lanoitcnufsiecivedehthcihwrevoegnarehtetacidnisnoitidnocgnitarepodednemmoceR.2:etoN spe.20t_2115/1115

Electrical Characteristics

Unless otherwise specified, these specifications apply at an ambient operating temperature of TA = 25°C. TermPwr = 4.75V. Low duty cycle
pulse testing techniques are used which maintain junction and case temperatures equal to the ambient temperature.

retemaraP lobmyS snoitidnoC niM pyT xaM stinU
egatloVhgiHtuptuO V TUO 56.2 58.2 V

tnerruCylppuSrwPmreT I CC nepO=senilatadllA 6 9 Am

V5.0=senilatadllA 512 522

1115PMI TCENNOCSID V8.0<niP 572 µA

2115PMI TCENNOCSID V0.2>niP 572

tnerruCtuptuO I TUO V TUO V5.0= 12– 32– 42– Am

TCENNOCSID tnerruCtupnI 1115PMI I NI TCENNOCSID V57.4=niP 01 An

TCENNOCSID V0=niP 09– µA

TCENNOCSID tnerruCtupnI 2115PMI I NI TCENNOCSID V0=niP 09– µA

TCENNOCSID V57.4=niP 01 An

tnerruCegakaeLtuptuO 1115PMI I LO TCENNOCSID V,V8.0<niP O V5.0= 01 An

2115PMI TCENNOCSID V,V0.2>niP O V5.0= 01

niecnaticapaC TCENNOCSID edoM C TUO V TUO zHM1=ycneuqerF,V0= 3 Fp

htdiwdnaBlennahC WB 53 zHM

lennahCrep,tnerruCkniSnoitanimreT I KNIS V TUO V4= 06 Am

spe.30t_2115/1115
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Application Information

IMP5111/IMP5112 Maximizes Line Current
Cable transmission theory suggests to optimize signal speed and
quality, the termination should act both as an ideal voltage refer-
ence when the line is released (deasserted) and as an ideal 
current source when the line is active (asserted). Common active
terminators which consist of linear regulators in series with resis-
tors (typically 110Ω) are a compromise. With coventional linear
terminators as the line voltage increases the amount of current
decreases linearly by the equation;

The IMP5111/5112, with their unique architecture, applies the
maximum amount of current regardless of line voltage until the 
termination high threshold (2.85V) is reached.

Disable /Sleep Mode
The IMP5111 has an active LOW disconnect pin, and the IMP5112
has an active HIGH disconnect pin. The disable mode is entered
if the disconnect pin on either device is left open.

When disabled the termination lines are in a high impedance
state, and the power supply current drops to 275µA typically.  The
disable mode can be used to save power or completely eliminate
the terminator from the SCSI bus. 

Disabled terminators appear as distributed capacitance on the
bus. The IMP5111/5112 have been optimized to have only 3pF of
capacitance per output when in the disabled mode.

The IMP5111/5112 are compatible with active negation drivers.
The devices will handle up to 60mA of sink current for drivers
which exceed the 2.85V output high level.

V V
R

IREF LINE−( ) = .

Figure 3.
5111/5112_03.eps

1 Meter, AWG 28
IMP5111
IMP5112

Receiver Driver

IMP5111
IMP5112

Figure 1. Receiving Waveform – 20MHz Figure 2. Driving Waveform – 20MHz

1115PMI
TCENNOCSID

2115PMI
TCENNOCSID stuptuO tnerruCtnecseiuQ

H L delbanE Am6

L H ecnadepmIhgiH/delbasiD 572 µA

nepO nepO ecnadepmIhgiH/delbasiD 572 µA
spe.a40t_2115/1115

Table 1. Power Up/ Power Down Function Table

IMP5IMP511111/51/5111122IMP5IMP511111/51/5111122
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 Data Communications 5

sehcnI sretemilliM

niM xaM niM xaM

*)niP-61(OS
A 350.0 960.0 53.1 57.1

1A 400.0 010.0 01.0 52.0

B 410.0 810.0 53.0 64.0

C 700.0 010.0 91.0 52.0

D 583.0 493.0 87.9 10.01

E 051.0 851.0 18.3 10.4

e CSB050.0 CSB72.1

H 822.0 442.0 97.5 02.6

L 610.0 050.0 04.0 72.1

M °0 °8 °0 °8

)niP-42(POSST
A 230.0 140.0 08.0 50.1

B 700.0 210.0 91.0 03.0

C 5300.0 1700.0 90.0 081.0

D 303.0 113.0 07.7 09.7

E 961.0 671.0 03.4 84.4

F CSB520.0 CSB56.0

G 200.0 500.0 50.0 51.0

H — 3340.0 — 01.1

L 020.0 820.0 05.0 07.0

M °0 °8 °0 °8

P 642.0 652.0 52.6 05.6

CA210-SMgniwarDCEDEJ* 3ta.60t_2115/1115

HE

e B

D

A1

A

L

M

C

16-Pin (SO).eps

SO (16-Pin)

321

E P

D

SEATING PLANE B G

A H

F

E

L

24-Pin (TSSOP).eps

C
M

TSSOP (24-Pin)

Package Dimensions
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Key Features

◆ Ultra-Fast response for Fast-20 SCSI applications
◆ 35MHz channel bandwidth
◆ 3.3V operation
◆ Less than 3pF output capacitance
◆ 375µA Sleep-mode current
◆ Thermally self limiting
◆ No external compensation capacitors
◆ Implements 8-bit or 16-bit (wide) applications
◆ Compatible with active negation drivers

(60mA/channel)
◆ Compatible with passive and Active terminations
◆ Approved for use with SCSI 1, 2, 3 and UltraSCSI
◆ Hot swap compatible
◆ Pin-for-pin compatible with DS21S07A/2105

Block Diagrams

–

+

Current
Biasing
Circuit

Thermal
Limiting
Circuit

24mA Current
Limiting Circuit

Term Power

DATA OUTPUT
PIN DB (0)

1 of 9 Channels
DISABLE PIN

1.4V

2.85V

5115_01.eps

9-Line SCSI T9-Line SCSI Tererminatminatoror
– 35MHz Channel Bandwidt– 35MHz Channel Bandwidthh

The IMP5115 SCSI terminator is part of IMP's family of high-perfor-
mance, adaptive, non-linear mode SCSI products, which are designed to
deliver true UltraSCSI performance in SCSI applications. The low voltage
BiCMOS architecture employed in its design offers performance superior
to older linear passive and active techniques. IMP's SCSI termination
architecture employs high-speed adaptive elements for each channel,
thereby providing the fastest response possible — typically 35MHz,
which is 100 times faster than the older linear regulator/terminator
approach used by other manufacturers. Products using this older linear
regulator approach have bandwidths which are dominated by the output
capacitor and which are limited to 500KHz (see further discussion in the
Functional Description section). This new architecture also eliminates the
output compensation capacitor required in earlier terminator designs.
Each is approved for use with SCSI-1, -2, -3, UltraSCSI and beyond —
providing the highest performance alternative available today.

Another key improvement offered by the IMP5115 lies in its ability to
insure reliable, error-free communications even in systems which do not
adhere to recommended SCSI hardware design guidelines, such as the
use of improper cable lengths and impedances. Frequently, this situation
is not controlled by the peripheral or host designer and, when problems
occur, they are the first to be made aware of the problem. The IMP5115
architecture is much more tolerant of marginal system integrations.

Recognizing the needs of portable and configurable peripherals, the
IMP5115 has a TTL compatible sleep/disable mode. Quiescent current 
is typically 375µA in this mode, while the output capacitance is also
less than 3pF. The obvious advantage of extended battery life for
portable systems is inherent in the product's sleep-mode feature.
Additionally, the disable function permits factory-floor or production-

line configurability, reducing inventory and product-line
diversity costs. Field configurability can also be accom-
plished without physically removing components which,
often times results in field returns due to mishandling.

Reduced component count is also inherent in the IMP5115
architecture. Traditional termination techniques require
large stabilization and transient protection capacitors of up
to 20µF in value and size. The IMP5115 architecture does
not require these components, allowing all the cost savings
associated with inventory, board space, assembly, reliability,
and component costs.

1IMP5IMP5111155
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Pin Configuration

Ordering Information

Absolute Maximum Ratings1

8GND

1TERM POWER

D Package

9 NC

7NC 10 NC

6D4 11 D5

5D3 12 D6

4D2 13 D7

3D1 14 D8

2D0 15 NC

16 DISABLE

5115__02.eps

IMP5115

8GND

1TERM POWER

DW Package

9 NC

7NC 10 D5

6D4 11 D6

5D3 12 D7

4D2 13 D8

3D1 14 NC

2D0 15 NC

16 DISABLE

5115__02a.eps

IMP5115

SO-16 SOWB-16

1TERM POWER

PWP Package

7D4 14 D6

8HEAT SINK/GND 13 D5

9NC 12 HEAT SINK/GND

10GND 11 NC

6D3 15 D7

5D2 16 D8

4D1 17 NC

3D0 18 HEAT SINK/GND

2HEAT SINK/GND 19 NC

20 DISABLE

5115_02b.eps

IMP5115

TSSOP-20

rebmuNtraP egnaRerutarepmeT egakcaP
DC5115PMI 0° 521otC °C OScitsalPnip-61

TDC5115PMI 0° 521otC °C OScitsalPnip-61,leeRdnaepaT

WDC5115PMI 0° 521otC °C BWOScitsalPnip-61

TWDC5115PMI 0° 521otC °C BWOScitsalPnip-61,leeRdnaepaT

PWPC5115PMI 0° 521otC °C POSSTcitsalPnip-02

TPWPC5115PMI 0° 521otC °C POSSTcitsalPnip-02,leeRdnaepaT
3ta.10t_5115

Thermal Data

Continuous Termination Voltage  . . . . . . . . . . . 10V
Continuous Output Voltage Range   . . . . . . . . 0V to 5.5V
Continuous Disable Voltage Range  . . . . . . . . 0V to 5.5V
Operating Junction Temperature  . . . . . . . . . . 0°C to 125°C
Storage Temperature Range  . . . . . . . . . . . . . . –65°C to 150°C
Lead Temperature (Soldering, 10 sec.)  . . . . . . 300°C

Note: 1. Exceeding these ratings could cause damage to the device. All
voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal.

D Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 120°C/W

DW Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 95°C/W

PWP Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 139°C/W

Junction Temperature Calculation: TJ = TA + (PD x θJA).
The θJA numbers are guidelines for the thermal performance of the
device/pc-board system. All of the ambient airflow is assumed.

1IMP5IMP5111155
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 Data Communications 3

Recommended Operating Conditions2

retemaraP lobmyS niM pyT xaM stinU
egatloVrwPmreT V MRET 0.4 5.5 V

egatloVtupnIelbanEleveLhgiH V HI 2 V MRET V

egatloVtupnIelbasiDleveLwoL V LI 0 8.0 V

egnaRerutarepmeTnoitcnuJgnitarepO 0 521 C°

.lanoitcnufsiecivedehthcihwrevoegnarehtetacidnisnoitidnocgnitarepodednemmoceR.2:etoN spe.20t_5115

Electrical Characteristics

Unless otherwise specified, these specifications apply at an ambient operating temperature of TA = 25°C. TermPwr = 4.75V. Low duty cycle
pulse testing techniques are used which maintains junction and case temperatures equal to the ambient temperature.

retemaraP lobmyS snoitidnoC niM pyT xaM stinU
egatloVhgiHtuptuO V TUO 56.2 58.2 V

tnerruCylppuSrwPmreT I CC nepO=senilatadllA 6 9 Am

V5.0=senilatadllA 512 522

V8.0<niPelbasiD 573 µA

tnerruCtuptuO I TUO V TUO V5.0= 12– 32– 42– Am

tnerruCtupnIelbasiD I NI V57.4=niPelbasiD 01 An

V0=niPelbasiD 09– µA

tnerruCegakaeLtuptuO I LO V,V8.0<niPelbasiD O V5.0= 01 An

edoMelbasiDniecnaticapaC C TUO V TUO zHM1=ycneuqerF,V0= 3 Fp

htdiwdnaBlennahC WB 53 zHM

lennahCrep,tnerruCkniSnoitanimreT I KNIS V TUO V4= 06 Am
spe.30t_5115
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Application Information

IMP5115 Maximizes Line Current
Cable transmission theory suggests to optimize signal speed and
quality, the termination should act both as an ideal voltage refer-
ence when the line is released (deasserted) and as an ideal 
current source when the line is active (asserted). Common active
terminators which consist of linear regulators in series with resis-
tors (typically 110Ω) are a compromise. With coventional linear
terminators as the line voltage increases the amount of current
decreases linearly by the equation;

The IMP5115, with its unique new architecture, applies the maxi-
mum amount of current regardless of line voltage until the 
termination high threshold (2.85V) is reached.

Acting as a near ideal line terminator, the IMP5115 closely repro-
duces the optimum case when the device is enabled. To enable the
device the Disable pin must be driven LOW. When enabled, 
quiescent current is 6mA and the device will respond to line
demands by delivering 24mA on assertion and by imposing 2.85V
on de-assertion.

Disable/Sleep Mode
Disable mode places the device in a sleep state, where quiescent
current typically 375µA. When disabled, all outputs are in a high
impedance state. Sleep mode can be used for power conservation
or to remove the terminator from the SCSI chain.

An additional feature of the IMP5115 are their compatibility with
active negation drivers. 

V V
R

IREF LINE−( ) = .

Figure 3.
5115_03.eps

1 Meter, AWG 28
IMP5115

Receiver Driver

IMP5115

Figure 1. Receiving Waveform – 20MHz Figure 2. Driving Waveform – 20MHz

elbasiD stuptuO tnerruCtnecseiuQ
H delbanE Am6

L ecnadepmIhgiH/delbasiD 573 µA

nepO delbanE Am6
spe.40t_5115

Table 1. Power Up/ Power Down Function Table

1IMP5IMP5111155

www.ds-imp.com.cn                                                                                              Daily Silver IMP



Data Communications 5

sehcnI sretemilliM

niM xaM niM xaM

*)niP-61(OS
A 350.0 960.0 53.1 57.1

1A 400.0 010.0 01.0 52.0

B 410.0 810.0 53.0 64.0

C 700.0 010.0 91.0 52.0

D 583.0 493.0 87.9 10.01

E 051.0 851.0 18.3 10.4

e CSB050.0 CSB72.1

H 822.0 442.0 97.5 02.6

L 020.0 030.0 15.0 77.0

)niP-61(BWOS
A 390.0 401.0 53.2 56.2

1A 400.0 210.0 01.0 03.0

B 010.0 810.0 52.0 64.0

C 900.0 310.0 32.0 23.0

D — 024.0 — 76.01

E 592.0 503.0 94.7 57.7

e CSB050.0 CSB72.1

H 404.0 914.0 62.01 56.01

L 520.0 530.0 46.0 98.0

)niP-02(POSST
A 860.0 870.0 37.1 99.1

B 900.0 510.0 52.0 8.0

C 500.0 800.0 31.0 22.0

D 303.0 113.0 07.7 09.7

E 502.0 212.0 02.5 83.5

F CSB520.0 CSB72.1

G 200.0 800.0 50.0 12.0

H 460.0 270.0 36.1 38.1

L 520.0 730.0 56.0 59.0

M °0 °8 °0 °8

P 103.0 113.0 56.7 09.7

CA210-SMgniwarDCEDEJ* 3ta.50t_5115
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Key Features

◆ SCSI Plug and Play
— Host bus adapter with 3 SCSI connectors

◆ Ultra-Fast response for Fast-20 SCSI
◆ Split disconnect for mixing 16-bit (wide) or 

8-bit (narrow) buses
◆ 35MHz channel bandwidth
◆ Sleep-mode current less than 150µA 
◆ NO external compensation capacitors
◆ Compatible with active negation drivers
◆ Hot swap compatible
◆ Superior replacement for the LX5121 and

UCC5621

Block Diagrams

–

+

Enable
Logic

Current
Biasing
Circuit

24mA Current
Limiting Circuit

Term Power

DATA OUTPUT
PIN DB (0)

1 of 27 Channels

DISCONNECT 1

VTERM

VTERM

DISCONNECT 2

1.4V

2.85V

5121_01.eps

227-Line Plug and Pla7-Line Plug and Playy
SCSI TSCSI Tererminatminatoror
The 27-channel IMP5121 SCSI terminator is part of IMP's family of high-
performance SCSI terminators that deliver true UltraSCSI performance.
The BiCMOS design offers superior performance over first generation
linear regulator/resistor based terminators.

IMP's new architecture employs high-speed adaptive elements for each
channel, thereby providing the fastest response possible - typically
35MHz, which is 100 times faster than the older linear regulator termi-
nator approach. The bandwidth of terminators based on the older 
regulator/resistor terminator architecture is limited to 500kHz since a
large output stabilization capacitor is required. The IMP architecture
eliminates the external output compensation capacitor and the need 
for transient output capacitors while maintaining pin compatibility 
with first generation designs. Reduced component count is inherent
with the IMP5121. 

The IMP5121 architecture tolerates marginal system designs. A key
improvement offered by the IMP5121 lies in its ability to insure reliable,
error-free communications even in systems which do not adhere to rec-
ommended SCSI hardware design guidelines, such as improper cable
lengths and impedance. Frequently, this situation is not controlled by the
peripheral or host designer.

For portable and configurable peripherals, the IMP5121 can be placed in
a sleep mode with TTL compatible signals. Quiescent current is less than
150µA when disabled.

For Host Bus Adapters and three SCSI connectors, the
IMP5121 has multiple disable pins for Plug and Play SCSI
capability. It also splits the upper nine termination lines for
mixing 16-bit (wide) and 8-bit (narrow) buses with minimal
board trace capacitance.

  1

IMP5121IMP5121
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Pin Configuration

Ordering Information

Absolute Maximum Ratings1

16T6

15DISCONNECT 2

14DISCONNECT 1

13GND

12GND

11GND

10GND

9T5

8T4

1T19

22T22

19T9

18T8

17T7

29 T13

30 T14

31 V1

32 GND

DB Package

33 GND

34 GND

35 GND

36 NC

37 T15

7T3 38 T16

6W2 39 T17

5W1 40 N1

4T2 41 T18

3T1 42 T25

2T20 43 T26

44 T27

23 T23

26 NC

20T10 25 T11

21T21 24 T24

27 NC

28 T12

5121_02.eps

IMP5121

SSOP-44

16

T6

15

DISCONNECT 2

14

DISCONNECT 1

13

GND

12HEAT SINK

HEAT SINK

HEAT SINK

HEAT SINK

HEAT SINK

HEAT SINK

GND

11GND

10GND

9T5

8T4

1T19

28T22

19

T9

18

T8

17

T7

41

T13

42

T14

43

V1

44

GND

PW Package

45 HEAT SINK

HEAT SINK

HEAT SINK

HEAT SINK

HEAT SINK

HEAT SINK

GND

46 GND

47 GND

48 NC

49 T15

7T3 50 T16

6W2 51 T17

5W1 52 N1

4T2 53 T18

3T1 54 T25

2T20 55 T26

56 T27

29 T23

38

NC

20

T10

37

T11

21

T21

36

T24

22 35

23 34

24 33

25 32

26 31

27 30

39

NC

40

T12

5121_02a.eps

IMP5121

TSSOP-56

rebmuNtraP egnaRerutarepmeT egakcaP
BDC1215PMI 0° 521otC °C POSScitsalPnip-44

WPC1215PMI 0° 521otC °C POSSTcitsalPnip-65
3ta.10t_1215

Thermal Data

TermPwr Voltage  . . . . . . . . . . . . . . . . . . . . . . . . +7V
Continuous Output Voltage Range   . . . . . . . . 0V to 5.5V
Continuous Disable Voltage Range  . . . . . . . . 0V to 5.5V
Operating Junction Temperature  . . . . . . . . . . 150°C

Note: 1. Exceeding these ratings could cause damage to the device. All
voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal.

Storage Temperature Range  . . . . . . . . . . . . . . –65°C to 150°C
Lead Temperature (Soldering, 10 sec.)  . . . . . . 300°C

PW and DB Package
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 50°C/W

Junction Temperature Calculation: TJ = TA + (PD x θJA).
The θJA numbers are guidelines for the thermal performance of the
device/pc-board system. All of the ambient airflow is assumed.

IMP5121IMP5121
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 Data Communications 3

Recommended Operating Conditions

retemaraP lobmyS niM pyT xaM stinU
egatloVrwpmreT V MRET 0.4 5.5 V

egatloVtupnIelbasiDleveLhgiH V HI 2 V MRET V

egatloVtupnIelbasiDleveLwoL V LI 0 8.0 V

C1215PMI–egnaRerutarepmeTnoitcnuJgnitarepO 0 521 C°

.lanoitcnufsiecivedehthcihwrevoegnarehtetacidnisnoitidnocgnitarepodednemmoceR.2:etoN spe.20t_5225

Electrical Characteristics

Unless otherwise specified, these specifications apply at an ambient operating temperature of TA = 25°C. TermPwr = 4.75V. Low duty cycle
pulse testing techniques are used which maintains junction and case temperatures equal to the ambient temperature.

retemaraP lobmyS snoitidnoC niM pyT xaM stinU
egatloVhgiHtuptuO V TUO 56.2 58.2 V

tnerruCylppuSrwPmreT I CC nepO=senilatadllA 12 02 Am

.0=senilatadllA 5V 536 076

elbasiD sniP 2,1 V8.0< 05 051 Aµ

tnerruCtuptuO I TUO V TUO V5.0= 02– 22– 42– Am

tnerruCtupnItcennocsiD I NI V0=sniPTCENNOCSID 01– Aµ

tnerruCegakaeLtuptuO I LO V,V8.0<sniPTCENNOCSID O V2.0= 1 Aµ

htdiwdnaBlennahC WB 53 zHM

lennahCrep,tnerruCkniSnoitanimreT I KNIS V TUO V4= 7 Am
spe.30t_1215
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Application Information

IMP5121 Maximizes Line Current
Cable transmission theory suggests to optimize signal speed and
quality, the termination should act both as an ideal voltage refer-
ence when the line is released (deasserted) and as an ideal 
current source when the line is active (asserted). Common active
terminators which consist of linear regulators in series with resis-
tors (typically 110Ω) are a compromise. With coventional linear
terminators as the line voltage increases the amount of current
decreases linearly by the equation;

The IMP5121, with its unique new architecture, applies the max-
imum amount of current regardless of line voltage until the 
termination high threshold (2.85V) is reached.

Acting as a near ideal line terminator, the IMP5121 closely repro-
duces the optimum case when the device is enabled. To enable
the device the DISC1 and DISC2 pins must be driven per Table 1.
When enabled, quiescent current is 12mA and the device will
respond to line demands by delivering 24mA on assertion and by
imposing 2.85V on de-assertion.

Disable/Sleep Mode
Disable mode places the device in a sleep state, where quiescent
current is reduced to less than 150µA. When disabled, all 
outputs are in a high impedance state. Sleep mode can be used
for power conservation or to remove the terminator from the
SCSI chain.

An additional feature of the IMP5121 is its compatibility with
active negation drivers. 

V V
R

IREF LINE−( ) = .

Figure 3.
5121_03.eps

1 Meter, AWG 28
IMP5121

Receiver Driver

IMP5121

Figure 1. Receiving Waveform – 20MHz Figure 2. Driving Waveform – 20MHz

IMP5121IMP5121
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 Data Communications 5

1TCENNOCSID 2TCENNOCSID 1W 2W 1N 81T-1T 72T-91T
H L CD CD CD delbanE delbasiD

L H CD CD CD delbasiD delbanE

L L CD CD CD delbasiD delbasiD

H H H H H delbanE delbanE

H H H H L delbanE delbanE

H H H L H delbanE delbanE

H H H L L delbasiD delbanE

H H L H H delbanE delbanE

H H L H L delbasiD delbanE

H H L L H delbasiD delbasiD

H H L L L delbasiD delbasiD
spe.40t_1215

Table 1. Power Up/ Power Down Function Table

Figure 4. Plug and Play Diagram

Application Information

IMP5121

Internal Wide Internal Narrow 

External
Wide

5121_05.eps

For Plug and Play SCSI auto-termination 
disabling, connect pin 50 of the External Wide
SCSI connector to W1 of the IMP5121, 
connect pin 50 of the Internal Wide SCSI 
connector to W2 of the IMP5121, and connect
pin 22 of the Internal Narrow connector to N1
of the IMP5121.

IMP5121IMP5121

Daily Silver IMP



sehcnI sretemilliM

niM xaM niM xaM

)niP-44(POSS
A 690.0 401.0 44.2 46.2

B 110.0 020.0 82.0 15.0

C 1900.0 5210.0 32.0 23.0

D 896.0 607.0 37.71 39.71

E 192.0 992.0 04.7 06.7

F CSB5130.0 CSB08.0

G 400.0 210.0 01.0 03.0

L 610.0 050.0 04.0 72.1

M °0 °8 °0 °8

P 693.0 414.0 11.01 15.01
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DZ FER330.0 FER15.0

*CL — 400.0 — 01.0

)niP-65(POSST
A 230.0 140.0 08.0 50.1

B 700.0 110.0 71.0 72.0

C 400.0 800.0 90.0 02.0

D 745.0 555.0 09.31 01.41

E 632.0 442.0 0.6 2.6

F CSB20.0 CSB05.0

G 200.0 500.0 50.0 51.0

H — 740.0 — 02.1

L 810.0 030.0 54.0 57.0

M 0° 8° 0° 8°
P CSB23.0 CSB1.8

*CL — 400.0 — 01.0
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Package Dimensions
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Key Features

◆ SCSI plug and play
— Dual disconnect pins
— Logic LOW disconnects lines

◆ Hot swap compatible
◆ Ultra-Fast response for Fast-20 SCSI applications
◆ 35MHz channel bandwidth
◆ 3.5V operation
◆ Less than 3pF output capacitance
◆ 375µA disable-mode current 
◆ Thermally self limiting
◆ No external compensation capacitors
◆ Implements 8-bit or 16-bit (wide) applications
◆ Compatible with active negation drivers

(60mA/channel)
◆ Compatible with passive and active terminations
◆ Approved for use with SCSI 1, 2, 3 and UltraSCSI

Block Diagrams

DISCONNECT 1

DISCONNECT 2

Current
Biasing
Circuit

Thermal
Limiting
Circuit

24mA Current
Limiting Circuit

Term Power

DATA OUTPUT
PIN DB (0)

1 of 9 Channels

2.85V

5218_01.eps

9-Line Plug and Pla9-Line Plug and Playy
SCSI TSCSI Tererminatminatoror
The 9-channel IMP5218 SCSI terminator is part of IMP's family of high-
performance SCSI terminators that deliver true UltraSCSI performance.
The BiCMOS design offers superior performance over first generation
linear regulator/resistor based terminators.

The IMP5218 has two disconnect pins for SCSI Plug and Play (PnP)
applications.

IMP's new architecture employs high-speed adaptive elements for each
channel, thereby providing the fastest response possible - typically
35MHz, which is 100 times faster than the older linear regulator termi-
nator approach. The bandwidth of terminators based on the older 
regulator/resistor terminator architecture is limited to 500kHz since a
large output stabilization capacitor is required. The IMP architecture
eliminates the external output compensation capacitor and the need 
for transient output capacitors while maintaining pin compatibility 
with first generation designs. Reduced component count is inherent
with the IMP5218. 

The IMP5218 architecture tolerates marginal system designs. A key
improvement offered by the IMP5218 lies in its ability to insure reliable,
error-free communications even in systems which do not adhere to rec-
ommended SCSI hardware design guidelines, such as improper cable
lengths and impedance. Frequently, this situation is not controlled by the
peripheral or host designer.

For portable and configurable peripherals, the IMP5218 can be placed in 
a sleep mode with two disconnect signals. When disabled, the quiescent
current is typically 375µA, and the outputs are in a high impedance state.

IMP5IMP511111/51/5111122IMP52IMP521188
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Pin Configuration

Ordering Information

Absolute Maximum Ratings1

8GND

1TERM POWER

DW Package

9 GND

7D4 10 D5

6D3 11 D6

5D2 12 D7

4D1 13 D8

3D0 14 DISCONNECT 2

2NC 15 DISCONNECT 1

16 TERM POWER

5218_02.eps

IMP5218

SOWB-16

10GND

1TERM POWER

PW Package

11 GND

7D3 14 D6

8D4 13 D5

9NC 12 NC

6D2 15 NC

5D1 16 D7

4D0 17 D8

3NC 18 DISCONNECT 2

2NC 19 DISCONNECT 1

20 TERM POWER

5218_02a.eps

IMP5218

TSSOP-20

rebmuNtraP egnaRerutarepmeT egakcaP
WDC8125PMI 0° 521otC °C BWOScitsalPnip-61

TWDC8125PMI 0° 521otC °C BWOScitsalPnip-61,leeRdnaepaT

WPC8125PMI 0° 521otC °C POSSTcitsalPnip-02

TWPC8125PMI 0° 521otC °C POSSTcitsalPnip-02,leeRdnaepaT
3ta.10t_8125

Thermal Data

Continuous Termination Voltage  . . . . . . . . . . . 10V
Continuous Output Voltage Range   . . . . . . . . 0V to 5.5V
Continuous Disable Voltage Range  . . . . . . . . 0V to 5.5V
Operating Junction Temperature  . . . . . . . . . . 0°C to 125°C
Storage Temperature Range  . . . . . . . . . . . . . . –65°C to 150°C
Lead Temperature (Soldering, 10 sec.)  . . . . . . 300°C

Note: 1. Exceeding these ratings could cause damage to the device. All
voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal.

DW Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 95°C/W

PW Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 144°C/W

Junction Temperature Calculation: TJ = TA + (PD x θJA).
The θJA numbers are guidelines for the thermal performance of the
device/pc-board system. All of the ambient airflow is assumed.

IMP5IMP511111/51/5111122IMP52IMP521188
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Data Communications 3

Recommended Operating Conditions2

retemaraP lobmyS niM pyT xaM stinU
egatloVrwpmreT V MRET 5.3 5.5 V

egatloVtupnIelbasiDleveLhgiH V HI 2 V MRET V

egatloVtupnIelbasiDleveLwoL V LI 0 8.0 V

egnaRerutarepmeTnoitcnuJgnitarepO 0 521 C°

.lanoitcnufsiecivedehthcihwrevoegnarehtetacidnisnoitidnocgnitarepodednemmoceR.2:etoN spe.20t_8125

Electrical Characteristics

Unless otherwise specified, these specifications apply at an ambient operating temperature of TA = 25°C. TermPwr = 4.75V. Low duty cycle
pulse testing techniques are used which maintain junction and case temperatures equal to the ambient temperature.

retemaraP lobmyS snoitidnoC niM pyT xaM stinU
egatloVhgiHtuptuO V TUO 56.2 58.2 V

tnerruCylppuSrwPmreT I CC nepO=senilatadllA 6 9 Am

V5.0=senilatadllA 512 522 Am

V0=2,1sniPTCENNOCSID 573 µA

tnerruCtuptuO I TUO V TUO V5.0= 12– 32– 42– Am

tnerruCtupnIelbasiD I NI V57.4=2,1sniPTCENNOCSID 09 µA

V0=2,1sniPTCENNOCSID 01– Aµ

tnerruCegakaeLtuptuO I LO V,V0=sniPTCENNOCSID O V5.0= 01 An

edoMdelbasiDniecnaticapaC C TUO V TUO zHM1=ycneuqerF,V0= 3 Fp

htdiwdnaBlennahC WB 53 zHM

lennahCrep,tnerruCkniSnoitanimreT I KNIS V TUO V4= 06 Am
spe.30t_8125
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Application Information

IMP5218 Maximizes Line Current
Cable transmission theory suggests to optimize signal speed and
quality, the termination should act both as an ideal voltage refer-
ence when the line is released (deasserted) and as an ideal 
current source when the line is active (asserted). Common active
terminators which consist of linear regulators in series with resis-
tors (typically 110Ω) are a compromise. With coventional linear
terminators as the line voltage increases the amount of current
decreases linearly by the equation;

The IMP5218, with its unique new architecture, applies the maxi-
mum amount of current regardless of line voltage until the 
termination high threshold (2.85V) is reached.

Acting as a near ideal line terminator, the IMP5218 closely repro-
duces the optimum case when the device is enabled. To enable the

device the Disconnect 1 and Disconnect 2 pins must be driven per
Table 1. When enabled, quiescent current is 6mA and the device
will respond to line demands by delivering 24mA on assertion
and by imposing 2.85V on de-assertion.

Disable/Sleep Mode
Disable/Sleep mode can be used for power conservation or to
remove the terminator from the SCSI chain.

The IMP5218 is disabled when both disconnect pins are driven
logic LOW.

Disable mode places the device in a sleep state, where quiescent
current is typically 375µA. When disabled, all outputs are in a
high impedance state and each output has only 3pF of capaci-
tance. 

An additional feature of the IMP5218 is its compatibility with
active negation drivers. 

V V
R

IREF LINE−( ) = .

Figure 3.
5218_03.eps

1 Meter, AWG 28
IMP5218

Receiver Driver

IMP5218

Figure 1. Receiving Waveform – 20MHz Figure 2. Driving Waveform – 20MHz

IMP5IMP511111/51/5111122IMP52IMP521188
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Data Communications 5

1TCENNOCSID 2TCENNOCSID stuptuO tnerruCtnecseiuQ
H H delbanE Am6

H L delbanE Am6

L H delbanE Am6

L L delbasiD ecnadepmIhgiH/ 573 µA

nepO nepO delbanE Am6
spe.40t_8125

Table 1. Power Up/ Power Down Function Table

Application Information

Typical Characteristics
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Figure 6. End-Driven Cable
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Figure 12. End-Driven Cable

Typical Characteristics
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Figure 18. TermPwr Supply Current 
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Figure 23. Output Current Matching Channel to Channel

Typical Characteristics
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Key Features

◆ Ultra-Fast response for Fast-20 SCSI applications
◆ Hot swap compatible
◆ 35MHz channel bandwidth
◆ 3.5V operation
◆ Less than 3pF output capacitance
◆ Sleep-mode current less than 375µA
◆ Thermally self limiting
◆ No external compensation capacitors
◆ Implements 8-bit or 16-bit (wide) applications
◆ Compatible with active negation drivers

(60ma/channel)
◆ Compatible with passive and active terminations
◆ Approved for use with SCSI 1, 2, 3 and UltraSCSI

Block Diagrams

–

+

Current
Biasing
Circuit

Thermal
Limiting
Circuit

24mA Current
Limiting Circuit

Term Power

DATA OUTPUT
PIN DB (0)

1 of 9 Channels
Disable Pin

1.4V

2.85V

5219_01.eps

9-Line SCSI T9-Line SCSI Tererminatminatoror
The 9-channel IMP5219 SCSI terminator is part of IMP's family of high-
performance SCSI terminators that deliver true UltraSCSI performance.
The BiCMOS design offers superior performance over first generation
linear regulator/resistor based terminators.

IMP's new architecture employs high-speed adaptive elements for each
channel, thereby providing the fastest response possible - typically
35MHz, which is 100 times faster than the older linear regulator termi-
nator approach. The bandwidth of terminators based on the older 
regulator/resistor terminator architecture is limited to 500kHz since a
large output stabilization capacitor is required. The IMP architecture
eliminates the external output compensation capacitor and the need 
for transient output capacitors while maintaining pin compatibility 
with first generation designs. Reduced component count is inherent
with the IMP5219. 

The IMP5219 architecture tolerates marginal system designs. A key
improvement offered by the IMP5219 lies in its ability to insure reliable,
error-free communications even in systems which do not adhere to rec-
ommended SCSI hardware design guidelines, such as improper cable
lengths and impedance. Frequently, this situation is not controlled by the
peripheral or host designer.

For portable and configurable peripherals, the IMP5219 can be placed in
a sleep mode with an active LOW disable signal. Quiescent current is
typically 375µA and output are in a high impedance state when disabled.

IMP5IMP511111/51/5111122
DATA COMMUNICATIONS

IMP52IMP521199
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Pin Configuration

Ordering Information

Absolute Maximum Ratings1

8GND

1TERM POWER

DW Package

9 GND

7D4 10 D5

6D3 11 D6

5D2 12 D7

4D1 13 D8

3D0 14 DISABLE

2NC 15 NC

16 TERM POWER

5219_02.eps

IMP5219

SOWB-16

10GND

1TERM POWER

PW Package

11 GND

7D3 14 D6

8D4 13 D5

9NC 12 NC

6D2 15 NC

5D1 16 D7

4D0 17 D8

3NC 18 NC

2NC 19 DISABLE

20 TERM POWER

5219_02a.eps

IMP5219

TSSOP-20

rebmuNtraP egnaRerutarepmeT egakcaP
WDC9125PMI 0° 521otC °C BWOScitsalPnip-61

TWDC9125PMI 0° 521otC °C BWOScitsalPnip-61,leeRdnaepaT

WPC9125PMI 0° 521otC °C POSSTcitsalPnip-02

TWPC9125PMI 0° 521otC °C POSSTcitsalPnip-02,leeRdnaepaT
3ta.10t_9125

Thermal Data

Continuous Termination Voltage  . . . . . . . . . . . 10V
Continuous Output Voltage Range   . . . . . . . . 0V to 5.5V
Continuous Disable Voltage Range  . . . . . . . . 0V to 5.5V
Operating Junction Temperature  . . . . . . . . . . 0°C to 125°C
Storage Temperature Range  . . . . . . . . . . . . . . –65°C to 150°C
Lead Temperature (Soldering, 10 sec.)  . . . . . . 300°C

Note: 1. Exceeding these ratings could cause damage to the device. All
voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal.

DW Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 95°C/W

PW Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 144°C/W

Junction Temperature Calculation: TJ = TA + (PD x θJA).
The θJA numbers are guidelines for the thermal performance of the
device/pc-board system. All of the ambient airflow is assumed.

IMP5IMP511111/51/5111122IMP52IMP521199
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Recommended Operating Conditions2

retemaraP lobmyS niM pyT xaM stinU
egatloVrwpmreT V MRET 5.3 5.5 V

egatloVtupnIelbasiDleveLhgiH V HI 2 V MRET V

egatloVtupnIelbasiDleveLwoL V LI 0 8.0 V

egnaRerutarepmeTnoitcnuJgnitarepO 0 521 C°

.lanoitcnufsiecivedehthcihwrevoegnarehtetacidnisnoitidnocgnitarepodednemmoceR.2:etoN spe.20t_9125

Electrical Characteristics

Unless otherwise specified, these specifications apply at an ambient operating temperature of TA = 25°C. TermPwr = 4.75V. Low duty cycle
pulse testing techniques are used which maintain junction and case temperatures equal to the ambient temperature.

retemaraP lobmyS snoitidnoC niM pyT xaM stinU
egatloVhgiHtuptuO V TUO 56.2 58.2 V

tnerruCylppuSrwPmreT I CC nepO=senilatadllA 6 9 Am

V5.0=senilatadllA 512 522 Am

V8.0<elbasiD 573 µA

tnerruCtuptuO I TUO V TUO V5.0= 12– 32– 42– Am

tnerruCtupnIelbasiD I NI V57.4=elbasiD 01 An

V0=elbasiD 09– µA

tnerruCegakaeLtuptuO I LO V,V8.0=elbasiD O V5.0= 01 An

edoMdelbasiDniecnaticapaC C TUO V TUO zHM1=ycneuqerF,V0= 3 Fp

htdiwdnaBlennahC WB 53 zHM

lennahCrep,tnerruCkniSnoitanimreT I KNIS V TUO V4= 06 Am
spe.30t_9125
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Application Information

IMP5219 Maximizes Line Current
Cable transmission theory suggests to optimize signal speed and
quality, the termination should act both as an ideal voltage refer-
ence when the line is released (deasserted) and as an ideal 
current source when the line is active (asserted). Common active
terminators which consist of linear regulators in series with resis-
tors (typically 110Ω) are a compromise. With coventional linear
terminators as the line voltage increases the amount of current
decreases linearly by the equation;

The IMP5219, with its unique new architecture, applies the maxi-
mum amount of current regardless of line voltage until the 
termination high threshold (2.85V) is reached.

Acting as a near ideal line terminator, the IMP5219 closely repro-
duces the optimum case when the device is enabled. To enable the
device the Disable pin must be driven HIGH or left Open. When
enabled, quiescent current is 6mA and the device will respond to
line demands by delivering 24mA on assertion and by imposing
2.85V on de-assertion.

Disable/Sleep Mode
Disable mode places the device in a sleep state, where quiescent
current typically 375µA. When disabled, all outputs are in a high
impedance state and output capacitance is a low 3pF. Sleep mode
can be used for power conservation or to remove the terminator
from the SCSI chain.

An additional feature of the IMP5219 is its compatibility with
active negation drivers. 

Table 1. Power Up/ Power Down Function Table

elbasiD stuptuO tnerruCtnecseiuQ
H delbanE Am6

L
hgiH/elbasiD

ecnadepmI
573 µA

nepO delbanE Am6
spe.40t_9125
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IREF LINE−( ) = .

Figure 3.
5219_03.eps
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Figure 1. Receiving Waveform – 20MHz Figure 2. Driving Waveform – 20MHz
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Typical Characteristics
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Figure 18. TermPwr Supply Current 
vs. Termination Voltage (Disabled)
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Figure 23. Output Current Matching Channel to Channel

Typical Characteristics
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Figure 24. 8-Bit SCSI System Application
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Key Features

◆ SCSI Plug and Play
— Dual active LOW disconnect pins

◆ Ultra-Fast response for Fast-20 SCSI
◆ 35MHz channel bandwidth
◆ Sleep-mode current less than 150µA

— Disconnects terminator from lows 
◆ NO external compensation capacitors
◆ Compatible with active negation drivers
◆ Compatible with passive and active terminations
◆ Approved for use with SCSI 1, 2, 3 and 

Ultra SCSI
◆ Hot swap compatible
◆ Pin-for-pin compatible with LX5225, LX5205

and UC5607

Block Diagrams
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Current
Biasing
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24mA Current
Limiting Circuit

Term Power

DATA OUTPUT
PIN DB (0)
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DISCONNECT 1

VTERM
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118-Line Plug and Pla8-Line Plug and Playy
SCSI TSCSI Tererminatminatoror
The IMP5225 SCSI terminator is part of IMP's family of high-
performance SCSI terminators, which are designed to deliver true
UltraSCSI performance. The BiCMOS design offers superior perfor-
mance over first generation linear passive and active techniques. IMP's
new architecture employs high-speed adaptive elements for each chan-
nel, thereby providing the fastest response possible — typically 35MHz,
which is 100 times faster than the older linear regulator/terminator
approach. Products using the older regulator/resistor architecture have
bandwidths which are dominated by the reference stabilization output
capacitor and are therefore limited to 500kHz (see further discussion 
in the Functional Description section). The IMP architecture eliminates
the output compensation capacitor required in linear regulator/
resistor designs.

The IMP5225 architecture tolerates marginal system designs. A key
improvement offered by the IMP5225 lies in its ability to insure reliable,
error-free communications even in systems which do not adhere to 
recommended SCSI hardware design guidelines, such as the use of
improper cable lengths and impedances. Frequently, this situation is not
controlled by the peripheral or host designer.

The IMP5225 has two disconnect pins for SCSI Plug and Play (PnP)
applications. To enter the disconnect mode, the disconnect pins must be
driven LOW thereby disconnecting the IMP5225 from the SCSI bus.
Quiescent current is less than 150µA when disabled.

Reduced component count is inherent in the IMP5225 architecture.
Traditional termination techniques require large stabilization and 

transient protection capacitors of up to 20µF in value and
size. The IMP5225 architecture does not require these com-
ponents, allowing all the cost savings associated with
inventory, board space, assembly, reliability, and compo-
nent costs.

The IMP5225 is a superior pin-for-pin replacement for the
LX5225, LX5205, UC5607.

1

1

IMP5225IMP5225
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Pin Configuration

Ordering Information

Absolute Maximum Ratings1

10T6

9HEAT SINK / GND

8GND

7HEAT SINK / GND

6T5

5T4

4T3

3T2

2T1

1DISCONNECT 1

14VTERM

13T9

12T8

11T7

19 T13

20 HEAT SINK / GND

21 HEAT SINK / GND

22 HEAT SINK / GND

DWP Package

23 T14

24 T15

25 T16

26 T17

27 T18

28 DISCONNECT 2

15 NC

16 T10

17 T11

18 T12

5225_02.eps

IMP5225

SOWB-28

rebmuNtraP egnaRerutarepmeT egakcaP
PWDC5225PMI 0° 07otC °C BWOScitsalPnip-82

TPWDC5225PMI 0° 07otC °C BWOScitsalPnip-82,leeRdnaepaT
3ta.10t_5225

Thermal Data

TermPwr Voltage  . . . . . . . . . . . . . . . . . . . . . . . . +7V
Signal Line Voltage   . . . . . . . . . . . . . . . . . . . . . 0V to +7V
Differential Voltage  . . . . . . . . . . . . . . . . . . . . . 0V to 6.5V
Operating Junction Temperature

Plastic (DWP Package)  . . . . . . . . . . . . . . . . 150°C

Note: 1. Exceeding these ratings could cause damage to the device. All
voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal.

Storage Temperature Range  . . . . . . . . . . . . . . –65°C to 150°C
Lead Temperature (Soldering, 10 sec.)  . . . . . . 300°C

DWP Package:
Thermal Resistance Junction-to-Leads, θJL  . . . . . . . . 18°C/W
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 40°C/W

Junction Temperature Calculation: TJ = TA + (PD x θJA).
The θJA numbers are guidelines for the thermal performance of the
device/pc-board system. All of the ambient airflow is assumed.

IMP5IMP511111/51/5111122IMP5225IMP5225
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Data Communications 3

Recommended Operating Conditions

retemaraP lobmyS niM pyT xaM stinU
egatloVrwpmreT V MRET 0.4 5.5 V

egatloVeniLlangiS 0 0.5 V

egatloVtupnItcennocsiD 0 V MRET V

C5225PMI–egnaRerutarepmeTnoitcnuJgnitarepO 0 521 C°

.lanoitcnufsiecivedehthcihwrevoegnarehtetacidnisnoitidnocgnitarepodednemmoceR.2:etoN spe.20t_5225

Electrical Characteristics

Unless otherwise specified, these specifications apply at an ambient operating temperature of TA = 25°C. TermPwr = 4.75V. Low duty cycle
pulse testing techniques are used which maintains junction and case temperatures equal to the ambient temperature.

retemaraP lobmyS snoitidnoC niM pyT xaM stinU
egatloVhgiHtuptuO V TUO 56.2 58.2 V

tnerruCylppuSrwPmreT I CC llA atad nepO=senil 10 15 Am

llA atad =senil V2.0 424 054

V8.0<sniPTCENNOCSID 05 051 Aµ

tnerruCtuptuO I TUO V TUO V5.0= 02– 22– 42– Am

tupnItcennocsiD tnerruC I NI V0=sniPTCENNOCSID 01– Aµ

tnerruCegakaeLtuptuO I LO V,V8.0<sniPTCENNOCSID O V2.0= 1 Aµ

htdiwdnaBlennahC WB 53 zHM

lennahCrep,tnerruCkniSnoitanimreT I KNIS V TUO V4= 7 Am
spe.30t_5225
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Application Information

Cable transmission theory suggests to optimize signal speed and
quality, the termination should act both as an ideal voltage refer-
ence when the line is released (deasserted) and as an ideal 
current source when the line is active (asserted). Common active
terminators which consist of linear regulators in series with resis-
tors (typically 110Ω) are a compromise. With coventional linear
terminators as the line voltage increases the amount of current
decreases linearly by the equation;

The IMP5225, with its unique new architecture, applies the max-
imum amount of current regardless of line voltage until the 
termination high threshold (2.85V) is reached.

Acting as a near ideal line terminator, the IMP5225 closely repro-
duces the optimum case when the device is enabled. To enable
the device the DISC1 and DISC2 pins are pulled HIGH. During
this mode of operation, quiescent current is 10mA, and the
device will respond to line demands by delivering 24mA on
assertion and by imposing 2.85V on deassertion.

In order to disable the device, the DISC1 and DISC2 pins must be
driven LOW. In the disable mode, the device is in a sleep state
with quiescent current less than 150µA. When disabled, all 
outputs are in a high impedance state. Sleep mode can be used
for power conservation or to remove the terminator from the
SCSI chain.

An additional feature of the IMP5225 is its compatibility with
active negation drivers.

V V
R

IREF LINE−( ) = .

1TCENNOCSID 2TCENNOCSID stuptuO tnecseiuQmumixaM
tnerruC

H H delbasiD Am51

H L delbanE Am51

L H delbanE Am51

L L delbasiD Aµ051

nepO nepO delbasiD Aµ051
spe.40t_5225

Figure 3.

Table 1. Power Up/ Power Down Function Table

5225_03.eps

DISCONNECT 11 Meter, AWG 28

DISCONNECT 2
IMP5225

DISCONNECT 1

Receiver Driver

DISCONNECT 2
IMP5225

Figure 1. Receiving Waveform – 20MHz Figure 2. Driving Waveform – 20MHz
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Data Communications 5

Figure 4. Application Schematic

Application Information
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Package Dimensions

SOWB (28-Pin)
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Key Features

◆ Ultra-Fast response for Fast-20 SCSI
◆ 35MHz channel bandwidth
◆ Sleep-mode current less than 150µA

— Disconnects terminator from lows 
◆ NO external compensation capacitors
◆ Compatible with active negation drivers
◆ Compatible with passive and active terminations
◆ Approved for use with SCSI 1, 2, 3 and 

Ultra SCSI
◆ Hot-swap compatible
◆ Pin-for-pin compatible with LX5226, LX5207

and UCC5610

Block Diagrams

–

+

Current
Biasing
Circuit

Thermal
Limiting
Circuit

24mA Current
Limiting Circuit

Term Power

DATA OUTPUT
PIN DB (0)

1 of 18 Channels
DISCONNECT

VTERM

1.4V

2.85V

5226_01.eps

118-Line Plug and Pla8-Line Plug and Playy
SCSI TSCSI Tererminatminatoror
The 18-channel IMP5226 SCSI terminator is part of IMP's family of high-
performance SCSI terminators that deliver true UltraSCSI performance.
The BiCMOS design offers superior performance over first generation
linear regulator/resistor based terminators.

IMP's new architecture employs high-speed adaptive elements for each
channel, thereby providing the fastest response possible - typically
35MHz, which is 100 times faster than the older linear regulator termi-
nator approach. The bandwidth of terminators based on the older 
regulator/resistor terminator architecture is limited to 500kHz since a
large output stabilization capacitor is required. 

The IMP architecture eliminates the external output compensation
capacitor and the need for transient output capacitors while maintaining
pin compatibility with first generation designs. Reduced component
count is inherent with the IMP5226. 

The IMP5226 architecture tolerates marginal system designs. A key
improvement offered by the IMP5226 lies in its ability to insure reliable,
error-free communications even in systems which do not adhere to rec-
ommended SCSI hardware design guidelines, such as improper cable
lengths and impedance. Frequently, this situation is not controlled by the
peripheral or host designer.

The IMP5226 can be placed in a sleep mode with a high logic signal. In
the sleep mode the outputs are in a high impedance state. Quiescent cur-
rent is less than 150µA when disabled.

The IMP5226 is a superior pin-for-pin replacement for the LX5226,
LX5207, UC5601/5602 and the UCC5610.

traP slennahC epyT
1115PMI 9 ES
2115PMI 9 ES
5115PMI 9 ES
1215PMI 72 ES
8125PMI 9 ES
9125PMI 9 ES
5225PMI 81 ES
6225PMI 81 ES
1425PMI 8 DVL/ES
2425PMI 8 DVL/ES

spe.60t_6225

IMP SCSI Terminators

1IMP5226IMP5226
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Pin Configuration

Ordering Information

Absolute Maximum Ratings1

10T6

9HEAT SINK / GND

8GND

7HEAT SINK / GND

6T5

5T4

4T3

3T2

2T1

1DISCONNECT

14VTERM

13T9

12T8

11T7

19 T13

20 HEAT SINK / GND

21 HEAT SINK / GND

22 HEAT SINK / GND

DWP Package

23 T14

24 T15

25 T16

26 T17

27 T18

28 GND

15 NC

16 T10

17 T11

18 T12

5226_02a.eps

IMP5226

SOWB-28

10T6

9HEAT SINK / GND

8GND

7HEAT SINK / GND

6T5

5T4

4T3

3T2

2T1

1DISCONNECT

14VTERM

13T9

12T8

11T7

19 T13

20 HEAT SINK / GND

21 HEAT SINK / GND

22 HEAT SINK / GND

DB Package

23 T14

24 T15

25 T16

26 T17

27 T18

28 GND

15 NC

16 T10

17 T11

18 T12

5226_02b.eps

IMP5226

SSOP-28

rebmuNtraP egnaRerutarepmeT egakcaP
PWDC6225PMI 0° 07otC °C BWOScitsalPnip-82

TPWDC6225PMI 0° 07otC °C BWOScitsalPnip-82,leeRdnaepaT

BDC6225PMI 0° 07otC °C POSScitsalPnip-82

TBDC6225PMI 0° 07otC °C POSScitsalPnip-82,leeRdnaepaT
3ta.10t_6225

Thermal Data

TermPwr Voltage  . . . . . . . . . . . . . . . . . . . . . . . . +7V
Signal Line Voltage   . . . . . . . . . . . . . . . . . . . . . 0V to +7V
Operating Junction Temperature  . . . . . . . . . . 150°C
Storage Temperature Range  . . . . . . . . . . . . . . –65°C to 150°C
Lead Temperature (Soldering, 10 sec.)  . . . . . . 300°C

Note: 1. Exceeding these ratings could cause damage to the device. All
voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal.

DWP Package
Thermal Resistance Junction-to-Leads, θJL  . . . . . . . . 18°C/W
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 40°C/W

DB Package
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 117°C/W

Junction Temperature Calculation: TJ = TA + (PD x θJA).
The θJA numbers are guidelines for the thermal performance of the
device/pc-board system. All of the ambient airflow is assumed.

1IMP5226IMP5226
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Data Communications 3

Recommended Operating Conditions

retemaraP lobmyS niM pyT xaM stinU
egatloVrwpmreT V MRET 0.4 5.5 V

egatloVeniLlangiS 0 0.5 V

egatloVtupnItcennocsiD 0 V MRET V

C6225PMI–egnaRerutarepmeTnoitcnuJgnitarepO 0 521 C°

.lanoitcnufsiecivedehthcihwrevoegnarehtetacidnisnoitidnocgnitarepodednemmoceR.2:etoN spe.20t_6225

Electrical Characteristics

Unless otherwise specified, these specifications apply at an ambient operating temperature of TA = 25°C. TermPwr = 4.75V. Low duty cycle
pulse testing techniques are used which maintains junction and case temperatures equal to the ambient temperature.

retemaraP lobmyS snoitidnoC niM pyT xaM stinU
egatloVhgiHtuptuO V TUO 56.2 58.2 V

tnerruCylppuSrwPmreT I CC nepO=senilatadllA 01 51 Am

V2.0=senilatadllA 424 054

V0.2>sniPTCENNOCSID 05 051 Aµ

tnerruCtuptuO I TUO V TUO V5.0= 02– 22– 42– Am

tnerruCtupnItcennocsiD I NI V0=sniPTCENNOCSID 01– Aµ

tnerruCegakaeLtuptuO I LO V,V0.2>sniPTCENNOCSID O V2.0= 1 Aµ

htdiwdnaBlennahC WB 53 zHM

lennahCrep,tnerruCkniSnoitanimreT I KNIS V TUO V4= 7 Am
spe.30t_6225
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Application Information

Figure 3.
5226_03.eps

DISCONNECT
1 Meter, AWG 28

IMP5226DISCONNECT

Receiver Driver

IMP5226

Figure 1. Receiving Waveform – 20MHz Figure 2. Driving Waveform – 20MHz
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Data Communications 5

Cable transmission theory suggests to optimize signal speed and
quality, the termination should act both as an ideal voltage refer-
ence when the line is released (deasserted) and as an ideal 
current source when the line is active (asserted). Common active
terminators which consist of linear regulators in series with resis-
tors (typically 110Ω) are a compromise. With coventional linear
terminators as the line voltage increases the amount of current
decreases linearly by the equation;

The IMP5226, with its unique new architecture, applies the max-
imum amount of current regardless of line voltage until the 
termination high threshold (2.85V) is reached.

Acting as a near ideal line terminator, the IMP5226 closely repro-
duces the optimum case when the device is enabled. To enable
the device the disconnect pin is pulled LOW. During this mode
of operation, quiescent current is 10mA, and the device will
respond to line demands by delivering 24mA on assertion and by
imposing 2.85V on deassertion.

In order to disable the device, the disconnect pin must be driven
HIGH In the disable mode, the device is in a sleep state with 
quiescent current less than 150µA. When disabled, all 
outputs are in a high impedance state. Sleep mode can be used
for power conservation or to remove the terminator from the
SCSI chain.

An additional feature of the IMP5226 is its compatibility with
active negation drivers.

V V
R

IREF LINE−( ) = .

Table 1. Power Up/ Power Down Function Table

Application Information

TCENNOCSID stuptuO tnecseiuQmumixaM
tnerruC

L delbanE Am51

H ZIH Aµ051

nepO ZIH Aµ051
spe.40t_6225
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*)niP-82(BWOS
A 896.0 317.0 07.71 01.81

B 192.0 992.0 04.7 06.7

C 390.0 401.0 53.2 56.2

D 310.0 810.0 33.0 15.0

F 610.0 050.0 04.0 72.1

G CSB050.0 CSB72.1
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Package Dimensions
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Key Features

� Auto-selectable LVD or single-ended termination
� 3.0pF maximum disabled output capacitance
� Fast response, no external capacitors required
� Compatible with active negation drivers
� 15µA supply current in disconnect mode
� Logic command disconnects all termination lines
� DIFFSENSE line driver
� Ground driver integrated for single-ended 

operation
� Current limit and thermal protection
� Hot-swap compatible (single-ended)
� Compatible with SCSI 1, 2, 3, FAST-20, and the

pending SPI-2 LVD
� Pin compatible with DS2118, UCC5630 and

LX5241/42/43

Block Diagram

9-Line Multimode L9-Line Multimode LVD/SEVD/SE
SCSI TSCSI Tererminatminatoror
The IMP5241/42/43 is a multimode SCSI terminator that conforms to the
SCSI Parallel Interconnect-2 (SPI-2) specification developed by the T10
standards committee for low voltage differential (LVD) termination,
while providing backwards compatibility to the SCSI, SCSI-2, and SPI
single-ended specifications. Multimode compatibility permits the use of
legacy devices on the bus without hardware alterations. Automatic mode
selection is achieved through voltage detection on the diffsense line.

The IMP5241/42/43 delivers the ultimate in SCSI bus performance while
saving component cost and board area. Elimination of the external capac-
itors also mitigates the need for a lengthy capacitor selection process. The
individual high bandwidth drivers also maximize channel separation
and reduce channel to channel noise and cross talk. The high bandwidth
architecture insures ULTRA2 performance while providing a clear migra-
tion path to ULTRA3 and beyond.

When the IMP5241/42/43 is enabled, the differential sense (DIFFSENSE)
pin supplies a voltage between 1.2V and 1.4V. In application, this pin is
tied to the DIFFSENSE input of the corresponding LVD transceivers. This
action enables the LVD transceiver function. DIFFSENSE is capable of
supplying a maximum of 15mA. Tying the DIFFSENSE pin HIGH places
the IMP5241/42/43 in a high impedance state indicating the presence of
an HVD device. Tying the pin LOW places the part in a single-ended
mode while also signaling the multimode transceiver to operate in a sin-
gle-ended mode. 

Recognizing the needs of portable and configurable peripherals, the
IMP5241/42/43 have a TTL compatible sleep/disable mode. During this

sleep/disable mode, power dissipation is reduced to a
meager 15µA while also placing all outputs in a high
impedance state. Also during sleep/disable mode, the
DIFFSENSE function is disabled and is placed in a high
impedance state.

Another key feature of the IMP5241/42/43 is the mas-
ter/slave function. Driving this pin HIGH or floating the
pin enables the 1.3V DIFFSENSE reference. Driving the pin
LOW disables the on board DIFFSENSE reference and
enables use of an external master reference device.

Power ON & MODE Delay

Internal VREF
1.30V

LVD
1.25V

200 52.5

1.07mA

1.07mA
20

52.5

SE
2.2V

Power ON

Power ON

SE 2.85V, 22.5mA

Latch

SE

DISC/HVD

LVD
SE

LVD(-) / SE

1 of 9

LVD(+) / SE
(Pseudo-GND)

SE

HVD

LVD

HVD

DIFF B

DIFFSENSE

M/S

DISCONNECT
(IMP5241)

DISCONNECT
(IMP5242)

VTERM

LVD

Window
Comp.

LVD

SE

10mA

HVD

20kΩ

MODE Control & Delay

5241/42_01.eps
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Ordering Information

Absolute Maximum Ratings1

Thermal Data

Pin Configuration

1

2

3

4

36

35

34

33

5

6

7

8

32

31

30

29

9

10

11

12

 NC

NC

NC

1+

 1–

2+

2–

HEATSINK

 HEATSINK

HEATSINK

3+

3–

VTERM

HVD

LVD

SE

9–

9+

8–

8+

HEATSINK

HEATSINK

HEATSINK

7–

28

27

26

25

13

14

24

23

15

16

17

18

4+

4–

 5+

5–

DISCONNECT

GND

6–

7+

6+

DIFF B

DIFFSENSE

MASTER/SLAVE

22

21

20

19

5241/42_02.eps

IMP5241/42

DB Package

TermPwr Voltage  . . . . . . . . . . . . . . . . . . . . . . . . +7V
Operating Junction Temperature

Plastic (DB, PW Packages)  . . . . . . . . . . . . . 150°C
Storage Temperature Range  . . . . . . . . . . . . . . –65°C to 150°C

Note: 1. Exceeding these ratings could cause damage to the device. All
voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal.

Lead Temperature (Soldering, 10 sec.)  . . . . . . 300°C

DB Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 50°C/W

PW Package:
Thermal Resistance Junction-to-Ambient, θJA  . . . . . . 100°C/W

1

2

3

4

24

23

22

21

5

6

7

8

20

19

18

17

9

10

11

12

 1+

1–

2+

2–

 3+

3–

4+

4–

 5+

5–

DISCONNECT

GND

VTERM

NC

9–

9+

8–

8+

7–

7+

6–

6+

DIFFSENSE

MASTER/SLAVE

16

15

14

13

5241/42_03.eps

IMP5241/42

DW Package

SSOP-36 TSSOP-24

1

2

3

4

28

27

26

25

5

6

7

8

 NC

1+

 1–

2+

2–

NC

3+

3–

VTERM

NC

9–

9+

8–

8+

NC

7–

24

23

22

21

9

10

20

19

11

12

13

14

4+

4–

 5+

5–

DISCONNECT

GND

6–

7+

6+

DIFF B

DIFFSENSE

MASTER/SLAVE

18

17

16

15

5243_02.eps

IMP5243

TSSOP-28

Junction Temperature Calculation: TJ = TA + (PD x θJA).
The θJA numbers are guidelines for the thermal performance of
the device/pc-board system. No ambient airflow is assumed.

rebmuNtraP egnaRerutarepmeT egakcaP
BDC1425PMI 0° 07otC °C POSScitsalPnip-63

BDC2425PMI 0° 07otC °C POSScitsalPnip-63

WPC1425PMI 0° 07otC °C POSSTcitsalPnip-42

WPC2425PMI 0° 07otC °C POSSTcitsalPnip-42

WPC3425PMI 0° 07otC °C POSSTcitsalPnip-82

)TBDC1425PMI.e.i(.rebmuntrapot”T“rettelehtdneppa,leeRdnaepaTroF:etoN spe.20t_24/1425
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Pin Description
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emaNniP noitcnuF
-9,-8,-7,-6,-5,-4,-3,-2,-1 .edomESrofsenilnoitanimretlangiS.edomDVLrofsenilnoitanimretlangisevitageN

+9,+8,+7,+6,+5,+4,+3,+2,+1 .edomESrofsenildnuorg-oduesP.edomDVLrofsenilnoitanimretlangisevitisoP

V MRET enoybdelpuocedebtsuM.rwPmreTsubISCSottcennoC.rotanimretrofnipylppusrewoP
7.4 µ otyrassecenyletulosbasitI.secivedrotanimreteerhtyreverofroticapacRSE-wolF

.)BCPnosecartgib(ecnadepmiwolyrevahguorhtroticapacgnilpuocedehtotnipsihttcennoc
VehtotsroticapacgnilpuocedehtmorftrohsyrevsecnatsidgnipeeK MRET .lacitircoslasinip

snoitacilppaemosdnatnadnepedtuoyaltahwemossiroticapacgnilpuocedehtfoeulavehT
1.0lanoitiddanamorftifenebyam µ VehttaroticapacgnilpuocedF MRET .nip

)1425PMI(TCENNOCSID
)2425PMI(TCENNOCSID

.slevelcigolrof2elbaTeeS.rotanimretselbasid/selbanE

DNG .dnuorgottcennoC.nipdnuorgrotanimreT

EVALS/RETSAM .ecivedgnillortnocehtsirotanimrethcihwtcelesotdesU.nipS/MsaotderrefersemitemoS
.1elbaTeeS.evirdtuptuoESNESFFIDehtselbanenepOroHGIHnipEVALS/RETSAM

ESNESFFID otnipesnesehtoslasitI.enilSNESFFIDsubISCSehtsevirdtI.nipnoitcnuflaudasisihT
ahtiwdelbasidebnacevirdtuptuoESNESFFID.)DVHroES,DVL(edomsubISCSehttceted
FFIDotdetcennocyllanretnI.2elbaTdna1elbaTeeS.nipEVALS/RETSAMehtnolevelWOL

k02hguorhtnipB Ω .rotsiser

BFFID k02hguorhtnipESNESFFIDotdetcennocyllanretnI Ω esnesedomasadesuebnactI.rotsiser
retlifCRnA.)WOLsinipEVALS/RETSAM(rotanimretgnillortnoc-nonasiecivedehtnehwnip

k02( Ω 1.0/ µ .remitlanretninasahtisa,24/1425PMIehtnoderiuqertonsi)F

ES .edomESnignitareposirotanimreteht,HGIHnehW.tuptuodedne-elgniS

DVL .edomDVLnignitareposirotanimreteht,HGIHnehW.tuptuolaitnereffiDegatloVwoL

DVH .edomDVHnignitareposirotanimreteht,HGIHnehW.tuptuolaitnereffiDegatloVhgiH

KNISTAEH taehaderedisnocebdluohssniP.nipDNGotdednobtontub,dapgnitnuomeidotdehcattA
otdetcennocebsnipesehttahtdedenemmocersitI.noitcennocdnuorgeurtatondna,ylnoknis

.gnitaolftfelebnactub,dnuorg
3ta.80t_24/1425
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Unless otherwise specified, these specifications apply over the operating ambient temperature range of 0°C ≤ TA ≤ 70°C. TermPwr = 4.75V.
DISCONNECT: IMP5241 = LOW, DISCONNECT: IMP5242 = HIGH. Low duty cycle pulse testing techniques are used which maintain 
junction and case temperatures equal to the ambient temperature.

retemaraP lobmyS niM pyT xaM stinU
egatloVrwPmreT DVL V MRET 0.3 52.5 V

ES 5.3 52.5

egatloVeniLlangiS 0 0.5 V

egatloVtupnItcennocsiD 0 V MRET V

C2425/C1425PMI—egnaRerutarepmeTnoitcnuJlautriVgnitarepO 0 07 °C

.lanoitcnufsiecivedehthcihwrevoegnaR.2:etoN spe.30t_24/1425

retemaraP lobmyS noitidnoC niM pyT xaM stinU
noitceSrotanimreTDVL
tnerruCylppuSrwPmreT DVL CCI nepO=senilrotanimretllA 52 03 Am

V0.2>TCENNOCSID:34/1425PMI 51 53 µA

V8.0<TCENNOCSID:2425PMI
egatloVedoMnommoC V MC 521.1 52.1 573.1 V

egatloVtesffO V BSF )3etoNees(+dna–neewtebtiucricnepO 001 211 521 Vm
rotanimreTlaitnereffiD ecnadepmI ZD V TUO V1otV1–=laitnereffid 001 501 011 Ω

ecnadepmIedoMnommoC Z MC V5.2otV0 001 002 003 Ω
ecnaticapaCtuptuO CO V0.2>TCENNOCSID:34/1425PMI 5.2 Fp

V8.0<TCENNOCSID:2425PMI
egakaeLtuptuO I KAEL V0.2>TCENNOCSID:34/1425PMI 2 µA

V8.0<TCENNOCSID:2425PMI
V ENIL T,V4otV0= A 2= 5°C

V0.2>TCENNOCSID:34/1425PMI 1
V8.0<TCENNOCSID:2425PMI

V MRET V,V0= ENIL V7.2=
yaleDegnahCedoM t FD V0otV4.1=ESNESFFID 511 sm
noitceSESNESFFID

egatloVtuptuOESNESFFID V FFID 2.1 3.1 4.1 V
tnerruCecruoStuptuOESNESFFID I FFID V FFID V0= 0.5 0.51 Am

tnerruCkniSESNESFFID I )FFID(KNIS V FFID V57.2= 002 µA
egakaeLtuptuOESNESFFID I )FFID(KAEL V0.2>TCENNOCSID:34/1425PMI 01 µA

V8.0<TCENNOCSID:2425PMI
TA 2= 5°C

noitceSrotanimreTdednE-elgniS
tnerruCylppuSrwPmreT IES CC ,nepO=senilrotanimretllA EVALS/RETSAM V0= 7 01 Am

,V2.0=senilrotanimretllA EVALS/RETSAM V0= 412 622
V0.2>TCENNOCSID:34/1425PMI 51 53 µA

V8.0<TCENNOCSID:2425PMI
egatloVhgiHtuptuOrotanimreT VO 6.2 58.2 V

tnerruCtuptuO IO V TUO V2.0= 12 32 42 Am
.egatlovefasliaftiucricnepO.3:etoN spe.40t_24/1425
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Electrical Characteristics
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retemaraP lobmyS noitidnoC niM pyT xaM stinU
).tnoc(noitceSrotanimreTdednE-elgniS

tnerruCkniS I KNIS V TUO senillla,V4= 54 56 Am

ecnaticapaCtuptuO CO V0.2>TCENNOCSID:34/1425PMI 5.2 Fp

V8.0<TCENNOCSID:2425PMI

tnerruCegakaeL I KAEL V0.2>TCENNOCSID:34/1425PMI 2 µA

V8.0<TCENNOCSID:2425PMI

V TUO T,V4otV0= A 2= 5°C

V0.2>TCENNOCSID:34/1425PMI 1

V8.0<TCENNOCSID:2425PMI

V MRET V,V0= ENIL T,V7.2= A 2= 5°C

ecnadepmIrevirDdnuorG ZG Am1=I 001 Ω
nwodtuhSlamrehT 051 °C

noitceSTCENNOCSID

sdlohserhTTCENNOCSID V HT 8.0 0.2 V

tnerruCtupnI I LI V0=TCENNOCSID:34/1425PMI 01 µA

I LI V0=TCENNOCSID:2425PMI 001 An

I HI V4.2=TCENNOCSID:34/1425PMI 001 An

I HI V4.2=TCENNOCSID:2425PMI 01 µA

noitceSEVALS/RETSAM

sdlohserhTEVALS/RETSAM V )SM(HT 8.0 0.2 V

tnerruCtupnI I )SM(LI V0=EVALS/RETSAM 01 µA

I )SM(LI V4.2=EVALS/RETSAM 001 An
3ta.50t_24/1425
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IMP5241IMP5241

5241/42_06.eps

+ +

– –

Figure 1. Bus Voltage Figure 2. VOD

V(+)

V(–)

V
C

M

5241/42_04.eps

VOD = V(–) – V(+), Logic = 0

NEGATED
100mV

–100mV

0V

5241/42_05.eps

Figure 3.

EVALS/RETSAM sutatSESNESFFID tnerruCtuptuO
*L ZiH Am0

H V3.1 ecruoSAm51

)pu-lluP(nepO V3.1 ecruoSAm51

.etatsenilESNESFFIDehttcetedlliwrotanimreteht,etatsWOLehtninehW* 3ta.60t_24/1425

Table 1. MASTER/SLAVE Function Table

Table 2. DIFFSENSE/Power Up/Power Down Function Table

3425/1425PMI
TCENNOCSID

2425PMI
TCENNOCSID ESNESFFID

stuptuO

tnerruCsutatS epyT
L H V5.0<L elbanE ES Am7

L H V9.1otV7.0 elbanE DVL Am12

L H V4.2>H elbasiD ZiH Am1

H L X elbasiD ZiH 01 µA

nepO nepO X elbasiD ZiH 01 µA
spe.70t_24/1425
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+ +

1–VTERM

DISCONNECT

TERMPOWER

DISCONNECT

M/S

GND

1+

9–

Data Lines (9)

Data Lines (9)

Data Lines (9)

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

1–VTERM

4.7µF

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

1–VTERM

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

1– VTERM

DISCONNECT

TERMPOWER

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

HOST PERIPHERAL

1– VTERM

4.7µF

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

1– VTERM

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

* The DIFF B pin is not present on the IMP5241/5242 24-pin PW package.
  The DIFFSENS signal must be connected to the DIFFSENSE pin on the PW package.

IMP5241/43
IMP5242

5241/42_07.eps

Figure 4. IMP Terminator Application Schematic

Application Information
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Application Information

1–VTERM

DISCONNECT

TERMPOWER

DISCONNECT

M/S

GND

NC* NC*
Pin 1

1+

9–

Data Lines (9)

Data Lines (9)

Data Lines (9)

9+

DIFFSENSE

DIFF B*

20k

IMP5241/43
IMP5242

1–VTERM

4.7µF

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

1–VTERM

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

1– VTERM

DISCONNECT

TERMPOWER

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

HOST PERIPHERAL

1– VTERM

4.7µF

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

IMP5241/43
IMP5242

1– VTERM

DISCONNECT

M/S

GND

1+

9–

9+

DIFFSENSE

DIFF B*

* The capacitor on pin 1 can be placed on the IMP5241CDB, IMP5242CDB or the IMP5243CPW to be pin compatible with other devices.
  This VREG/REF capacitor is not required with IMP devices.

IMP5241/43
IMP5242

5241/42_08.eps

+ +

4.7µF*
+ Pin 1

4.7µF*
+

0.1µF
+

0.1µF
+

NC*
Pin 1

4.7µF*
+

NC*
Pin 1

4.7µF*
+

NC*
Pin 1

4.7µF*
+

NC*
Pin 1

4.7µF*
+

20k

Figure 5. Suggested IMP5241/5242/5243 Universal Application Schematic
(Please reference manufacture’s current data sheet to ensure compatibility)
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Plastic (SSOP) Widebody SOIC (36-Pin)

sehcnI sretemilliM
niM xaM niM xaM

)niP-63(CIOSydobediW)POSS(citsalP
A 480.0 001.0 41.2 45.2

B 110.0 020.0 92.0 15.0

C 1900.0 5210.0 32.0 23.0

D 895.0 606.0 02.51 04.51

E 192.0 992.0 04.7 06.7

F CSB130.0 CSB08.0

G 400.0 210.0 01.0 03.0

H 690.0 401.0 44.2 46.2

L 610.0 050.0 04.0 72.1

M °0 °8 °0 °8

P 893.0 414.0 11.01 15.01

CL* – 400.0 – 01.0

)niP-82()POSST(eniltuOknirhSllamSnihT
A 230. 140. 08.0 50.1

B 700.0 210.0 91.0 03.0

C 5300.0 9700.0 90.0 02.0

D 873.0 683.0 06.9 08.9

E 961.0 671.0 03.4 5.4

F CSB520.0 CSB56.0

G 200.0 500.0 50.0 51.0

H – 740.0 – 02.1

L 710.0 030.0 54.0 57.0

M °0 °8 °0 °8

P CSB52.0 CSB04.6

CL* – 400.0 – 01.0

)niP-42()POSST(eniltuOknirhSllamSnihT
A 230. 140. 08.0 50.1

B 700.0 210.0 91.0 03.0

C 5300.0 9700.0 90.0 02.0

D 303.0 113.0 07.7 09.7

E 961.0 671.0 03.4 5.4

F CSB520.0 CSB56.0

G 200.0 500.0 50.0 51.0

H – 740.0 – 02.1

L 710.0 030.0 54.0 57.0

M °0 °8 °0 °8

P 642.0 652.0 52.6 05.6

CL* – 400.0 – 01.0
* .ytiranalpoCdaeL

spe.10t_24/1425
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Package Dimensions
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